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Abstract. Assimilation of data by ensemble Kalman filters (EnKFs) has4

been successfully applied to state variable estimation in atmospheric and oceanic5

sciences. Recent research has prepared the EnKF for parameter estimation6

in groundwater applications. The largest remaining drawback of EnKFs is7

that they are optimal in the sense of Bayesian updating only if all variables8

are multivariate Gaussian. Subsurface flow and transport state variables, how-9

ever, generally do not show Gaussian dependence on hydraulic log-conductivity10

and among each other, even if log-conductivity is multi-Gaussian. To mit-11

igate the effects of non-Gaussianity of states on the filter’s performance, we12

propose to use non-linear, monotonic transformations that convert arbitrary13

marginal distributions of observed state variables to Gaussian ones (Gaus-14

sian anamorphosis). Similar ideas have recently been presented by Béal et al.15

[2010] and other authors in the context of state estimation. Our work will16

transfer and adapt this methodology to parameter estimation, and address17

the treatment of measurement errors in the transformation. For illustration,18

we present an application to hydraulic tomography in multi-Gaussian log-19

conductivity fields. Results show that: (1) Gaussian anamorphosis achieves20

an implicit pseudo-linearization of drawdown data as a function of log-conductivity21

and (2) this makes both quantification of parameter uncertainty and prog-22

nosis of flow and transport processes more accurate. Combining EnKFs with23

Gaussian anamorphosis yields a computationally efficient tool for non-linear24

inversion of data with improved accuracy. This is an attractive benefit, given25
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that linearization-free methods such as particle filters are computationally26

extremely demanding.27
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1. Introduction

1.1. History of Ensemble Kalman Filters

Robust and reliable prognoses of contaminant spreading in the subsurface require a28

sound knowledge of hydraulic parameters (e.g., hydraulic conductivity). Sparse measure-29

ment data often fail to satisfyingly characterize heterogeneous aquifers in a deterministic30

manner [e.g., Rubin, 2003]. Instead, stochastic inverse modeling techniques provide tools31

to assimilate measurement data, estimate parameters and quantify parameter and predic-32

tion uncertainty. Among several options for stochastic inverse modeling [e.g., Hendricks33

Franssen et al., 2009], the ensemble Kalman filter (EnKF) was proposed by Evensen [1994]34

and later refined by Burgers et al. [1998]. The EnKF updates predictions of simulation35

models when new observations become available. It is based on an often non-linear predic-36

tion model, a measurement model and an updating scheme based on recursive application37

of Bayes rule. Only if all probability density functions involved in the updating step are38

multi-Gaussian, the EnKF update will be optimal. An important advantage of the EnKF39

over the classical Kalman Filter is that the necessary covariances between states at a cer-40

tain time step are estimated efficiently from a limited ensemble of stochastic realizations41

without requiring sensitivity analysis.42

Early applications of the EnKF in hydrologic sciences assimilated remote sensing data43

for updating (surface) soil moisture contents [Reichle et al., 2002a, b; Margulis et al.,44

2002; Crow and Wood , 2003]. It was found that data assimilation improved hydrologic45

predictions [Margulis et al., 2002] and that the EnKF outperformed the extended Kalman46

Filter [Reichle et al., 2002b]. However, Reichle et al. [2002a] observed that a large number47

of stochastic realizations was needed for satisfactory estimates of ensemble variances.48
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The first applications of EnKFs for flow in porous media were in petroleum engineering49

[Naevdal et al., 2003; Lorentzen et al., 2005; Zafari and Reynolds , 2005; Liu and Oliver ,50

2005]. Skjervheim et al. [2007] included 4D seismic measurements in data assimilation51

with the EnKF. Chen and Zhang [2006] introduced the EnKF to subsurface hydrology, and52

further applications followed [Hendricks Franssen and Kinzelbach, 2008; Tong et al., 2010].53

Since only the states at the current time step are updated in the traditional formulation of54

the EnKF, only few of the above studies considered updating model parameters. Mostly,55

uncertainty was only considered with respect to the model forcings, initial conditions and56

measurements.57

Subsurface hydrologic model predictions, however, are often dominated by parameter58

uncertainty [e.g., Smith and Schwartz , 1981]. Therefore, the EnKF was reformulated as59

an augmented state vector approach to include uncertain parameters besides the unknown60

states [e.g., Moradkhani et al., 2005; Evensen, 2009]. Vrugt et al. [2005] introduced the61

option to combine EnKF with optimization for parameter inference. Liu et al. [2008]62

included the calibration of transport parameters in an EnKF framework. The EnKF up-63

dating does not enforce consistency of the updated states and model parameters with the64

governing flow equation. Therefore, Wen and Chen [2005, 2006, 2007] proposed a con-65

firming step to ensure the consistency, in their case for multi-phase flow in porous media.66

Gu and Oliver [2007] extended this work towards an iterative EnKF which guarantees67

that physical constraints are met. The groundwater flow equation is less non-linear as68

compared with the multi-phase flow equation. This is probably the reason why Hendricks69

Franssen and Kinzelbach [2008] found very similar results for the traditional EnKF and70

the iterative EnKF. Hendricks Franssen and Kinzelbach [2009] compared the EnKF and71
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Monte Carlo (MC) based inverse modeling with the sequential self-calibration method in72

two synthetic studies. These authors found that, even for a large transmissivity variance,73

the two methods performed similarly, but the EnKF needed a factor of 80 less CPU-time.74

Nowak [2009] reformulated the EnKF such that only parameters are updated, introduc-75

ing the need for an iterative procedure each time new measurement data are assimilated.76

This work concluded the evolution of the EnKF from a method that updates only the77

states, towards an algorithm that only updates parameters. If only material parameters78

are updated, it is assumed that some other sources of uncertainty (e.g., model forcings)79

are negligible as compared to material parameter uncertainty. The approach, however,80

does not exclude the option to parametrize uncertain model forcings and jointly update81

material and forcing parameters. The assimilation of observations by EnKFs in order to82

update only parameters, not states, will be referred to as p-space EnKF.83

1.2. Data Transformation: Motivation and Approach

An important limitation of the EnKF is that it is optimal only for multi-Gaussian84

relations among the considered variables. Non-Gaussianity of priors and/ or non-linear85

simulation models result in non-Gaussian model states and data. For subsurface applica-86

tions, significant non-Gaussianity of states occurs in case of strong spatial heterogeneity of87

hydraulic conductivity and, in general, for the simulation of contaminant transport with88

sharp fronts (e.g., advection dominated processes). This occurs even if log-conductivity is89

multi-Gaussian, which is a very frequent assumption in stochastic hydrogeology. There-90

fore, it is highly desirable in subsurface hydrology to find sequential data assimilation91

methodologies that are robust against deviations from normality in the states.92
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One possible option for making sequential data assimilation more robust against de-93

viations from Gaussianity in the states is Gaussian anamorphosis (GA) [e.g., Chilès and94

Delfiner , 1999]. Non-Gaussian random variables are transformed into Gaussian ones using95

analytical or numerical transformations. This procedure has been used in older studies96

on disjunctive kriging [e.g., Matheron, 1973; Rivoirard , 1994], and is referred to as normal97

score transform in the geostatistical software library GSLIB [Deutsch and Journel , 1998].98

A good overview over such techniques in petroleum engineering is provided by Aanon-99

sen et al. [2009], and a specific example is Gu and Oliver [2006]. Bertino et al. [2003]100

introduced it in the context of data assimilation by the EnKF. GA is applied on both101

the observations and the state space, and the covariance matrices are estimated for the102

transformed variables. The normal EnKF scheme is applied on the transformed variables,103

and the states are back-transformed after the updating step.104

Simon and Bertino [2009] used GA for the chlorophyll field in a biogeochemical ocean105

model. Béal et al. [2010] found that GA resulted in a substantial improvement of es-106

timations with a 3D coupled physical-biogeochemical ocean model as compared to the107

classical EnKF. In these studies, GA was not applied on parameters or in the context of108

parameter estimation. We are not aware of the existence of other works that applied GA109

in the context of sequential data assimilation or in hydrologic sciences, except from the110

work of Zhou et al. [2011].111

Given the fact that the EnKF is an attractive approach due to its CPU-efficiency and its112

relative robustness against non-linearities [Hendricks Franssen and Kinzelbach, 2009], the113

aim of our research is to analyze and mitigate the effects of non-Gaussian data dependence114

on the performance of p-space EnKFs. Picking up the idea of GA, we propose non-115
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linear, monotonic transformations of marginal distributions to move arbitrarily distributed116

data closer to Gaussianity in the univariate sense. Compared to previous works on this117

topic [e.g., Béal et al., 2010; Simon and Bertino, 2009], we will apply GA in EnKFs118

for parameter estimation instead of state variable estimation. Updating parameters also119

obliterates the need to perform a back-transformation of updated transformed states.120

The proposed methodology (p-space EnKF with transformed data) will be denoted here121

by tEnKF. Additionally, our work covers critical issues like statistical non-stationarity122

of state variables, transformation of measurement errors and implementation of physical123

bounds of distributions and multivariate dependence structures among state variables,124

which have not been addressed in previous studies. Also, we provide more extensive125

approaches to predict the success of GA in p-space EnKF that exceed the considerations126

in previous studies.127

The benefit of our methodology is illustrated with an application to hydraulic tomog-128

raphy (HT), featuring a multi-Gaussian log-conductivity model but non-Gaussian states.129

A detailed introduction into existing methods for HT is given in the respective section.130

It will be shown that GA leads to a pseudo-linearization of the dependence structure131

between drawdown data and multi-Gaussian log-conductivity fields, which can be more132

accurately exploited by the filter. This yields a more accurate quantification of parame-133

ter uncertainty and hence a more accurate prognosis of flow and transport statistics. In134

a study parallel to ours [Zhou et al., 2011], similar transformation techniques are also135

applied on parameters, but aim at improving the characterization of non-multi-Gaussian136

hydraulic conductivity fields. In contrast, we focus on the estimation of multi-Gaussian137
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parameter fields, but discuss in depth the conditions when GA will be beneficial, looking138

at both univariate and multivariate phenomena to support the decision.139

There are other methods available to assimilate non-multi-Gaussian data, which we,140

however, rate as less promising than our suggested approach. Mostly, those methods are141

limited in their applicability due to their much higher computational effort. For the sake142

of completeness, we provide a detailed overview of these alternatives and their limitations143

in Section 2. We proceed with our suggested improvement by presenting the original144

analysis scheme of the p-space EnKF in Section 3 and introducing the tEnKF in Section145

4.146

2. Review of Alternative Approaches

The particle filter (PF) [Gordon et al., 1993] is able to handle any type of statistical147

distribution and is very robust for strongly non-linear model dynamics. The PF works on148

the basis of a large number of particles, which are the equivalents of the stochastic realiza-149

tions in the EnKF. The particles sample the state (and possibly also the parameter) space150

according to a given prior distribution. The particle filter allows for a maximum flexibility151

concerning the functional shape of this prior distribution. The particles are propagated152

forward in time by the simulation model. When measurements become available, the par-153

ticles are weighted according to the differences between simulated and measured values.154

The PF tends to assign very small weights to many particles and large weights to a155

few particles, leading to a severe degeneration of the statistics [Snyder et al., 2008]. Re-156

sampling techniques like sequential importance resampling can reduce these problems, but157

various papers argue that the resampling techniques will not be enough to make the parti-158

cle filter feasible for large-scale geophysical applications [van Leeuwen, 2009; Snyder et al.,159
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2008]. A significant amount of research has been invested to limit this problem. It became160

common to eliminate particles with very small weights and replace them with particles161

that are close to the successful (high-weighted) particles, e.g. using sequential importance162

resampling [Gordon et al., 1993; Moradkhani et al., 2005; Leisenring and Moradkhani ,163

2011], residual sampling [Liu and Chen, 1998], stochastic universal resampling [Kitagawa,164

1996], Monte Carlo Markov Chain (MCMC) methods [Bocquet et al., 2010; Vrugt et al.,165

2010] or the unscented PF, where the unscented Kalman Filter (UKF) is utilized for166

proposal generation [Van Der Merwe et al., 2001]. An alternative is to resample from a167

Gaussian distribution, based on first and second moments estimated from all the particles168

[Xiong et al., 2006; Nakano et al., 2007]. Further details on resampling in the context of169

the PF can be found in van Leeuwen [2009] or Arulampalam et al. [2002].170

The PF has been applied much less in the hydrologic sciences than the EnKF. The main171

applications of the PF have been rainfall-runoff modeling including parameter updating172

[Moradkhani et al., 2005; Weerts and El Serafy , 2006; Smith et al., 2008] and assimilation173

of remote-sensing data [Pan et al., 2008; Han and Li , 2008; Qin et al., 2009; Montzka174

et al., 2010; Rings et al., 2010; Dechant and Moradkhani , 2010]. Ng et al. [2009] improved175

estimates of groundwater recharge by assimilating chloride data with the PF.176

In all these examples, the models used had at most some thousands of states and less177

than 20 unknown parameters. This points to the main current limitation of the PF: In178

order to sample adequately a high-dimensional state and parameter space, a very large179

number of particles is needed. Resampling, MCMC methods and improved proposal dis-180

tributions (see above) slow down filter divergence for large-scale applications. Therefore,181

although the PF is one of the important alternatives for the EnKF, currently it needs182
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a very large amount of CPU time, and hardly any examples of implementation together183

with large simulation models can be found in the literature. Nevertheless, recently some184

works [Vrugt et al., 2010; van Leeuwen, 2010] give that in the future the particle filter185

could also be used in combination with large simulation models.186

Non-Gaussian probability density functions (pdf) can also be approximated by a number187

of Gaussian pdfs, using a Gaussian mixture model (GMM). For the purpose of data188

assimilation, the parameters of the GMM have to be estimated, see Sun et al. [2009] for a189

groundwater application and van Leeuwen [2009], Bocquet et al. [2010] and Van Delft et al.190

[2009] for combinations of EnKF and PF. However, none of these alternative methods has191

been tested for large-scale simulation models, probably because these methods still require192

a too large amount of CPU-time for such applications.193

3. Parameter-Space EnKF Analysis Scheme

The set of equations needed to update an ensemble of parameter fields with the p-space194

EnKF shall be presented in the context of geostatistical inversion, according to Nowak195

[2009]. In hydrogeological applications, the parameter vector s contains, e.g., element-196

wise log-conductivity values of a discretized domain. An error-free model y = f (s) is197

assumed to predict states such as drawdown, pressure head or concentration. The model’s198

prediction quality is affected only by the uncertainty in the parameters, i.e., other sources199

of uncertainty are neglected in this study. Perturbed measurements are generated by200

adding a random measurement error ǫ ∼ N (0,R) to the observed values in order to201

ensure comparability with real, noisy observations yo (see also Burgers et al. [1998] for202

further details). Here, N (·, ·) denotes a multivariate Gaussian distribution, and R is the203
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(typically diagonal) covariance matrix of measurement errors. The deviation of simulated204

states from observed states for each realization i = 1, ..., N can be written as205

∆i = yo − (yu,i + ǫi) . (1)

The state covariance matrix Qyy is estimated from the ensemble by206

Qyy = E
[
(yu − E [yu]) (yu − E [yu])

T
]
. (2)

Likewise, the cross-covariance matrix between parameters and states, Qsy, is obtained,207

and the covariance matrix of measurements is given by Qyy +R.208

The p-space EnKF updates each unconditioned parameter vector su,i to a conditioned209

parameter vector sc,i according to210

sc,i = su,i +Qsy (Qyy +R)−1 [yo − (yu,i + ǫi)] , (3)

where the influence functionK = Qsy (Qyy +R)−1 is called Kalman gain and is formally211

equivalent to the one used in simple co-kriging. Advanced elements of geostatistical models212

such as trends with uncertain coefficients [e.g., Kitanidis , 1986] can be implicitly included213

in this formulation [Fritz et al., 2009; Nowak et al., 2003].214

The conditional covariance matrix of parameters (called the error covariance in EnKFs)215

may be computed from216

Qss,c = E
[
(sc − E [sc]) (sc − E [sc])

T
]
. (4)
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The updated ensemble of state predictions yc is determined from new model runs yc =217

f (sc), and the conditional mean and the error covariance matrix for the predicted states218

are determined analogously.219

Like the original state-space EnKF, the p-space EnKF converges to the result of the220

classical Kalman filter for linear models and with increasing ensemble size. It is derived to221

be an error covariance minimizing scheme for multi-Gaussian state variables and a linear222

physical model [Burgers et al., 1998].223

4. Parameter-Space EnKF Applied to Transformed Data (tEnKF)

The assumption of multi-Gaussian dependence structures among state variables is gen-224

erally not justified for groundwater flow and transport variables. Instead, the type of225

distribution and dependence on log-conductivity is governed by physical processes and226

imposed boundary conditions. Only in seldom cases, theoretical distribution functions227

can be derived under a set of idealized boundary conditions [e.g., Bellin and Tonina,228

2007; Nowak et al., 2008; Schwede et al., 2008]. When desired, the parameters of these229

distribution functions can be fitted to data sets with the help of the Maximum Likelihood230

Method or by moment matching [e.g., Fiorotto and Caroni , 2002].231

Figure 1 shows histograms of two exemplary state variables that are relevant in ground-232

water applications: drawdown and solute concentration. Drawdown data are taken at two233

different measurement locations in the 3D test case setup that will be described in Sec-234

tion 5.2. Concentration data are taken at two arbitrarily chosen measurement locations235

in a model setup not shown here. Different histogram shapes result from the different236

data types and locations, and only a fraction of the data follows approximately a normal237

distribution which is indicated by the solid lines.238
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4.1. Transformation Technique

In order to better exploit the EnKF’s potential, we apply non-linear, monotonic trans-239

formations of univariate distributions that produce univariate Gaussian distributions for240

the state variables. An arbitrarily distributed variable y and its Gaussian transform z are241

linked by their cumulative distribution functions (CDFs):242

z = G−1 [F (y)] , (5)

with the corresponding empirical CDF F (y) and the theoretical standard normal CDF243

G. As G is, per definition, monotonously increasing, the inverse G−1 exists. The operation244

z = ψ (y) (Equation 5) is called GA function.245

If a theoretical distribution function of y is available, the anamorphosis function ψ (y) is246

obtained with negligible computational effort. If fitting a parametric distribution function247

is not appropriate, because state variables or the data do not follow any obvious theoretical248

distribution, applying non-parametric methods is an alternative. They produce more249

robust results in the sense that fewer simplifying and possibly subjective assumptions250

are made: Characteristics of the data are drawn from a sample of sufficient size. We251

extract this information from the ensemble of MC realizations yu which is generated252

within the EnKF scheme to compute the covariances (see Equation 2), with no additional253

computational effort made.254

The procedure of building the anamorphosis function comprises three main steps, in255

accordance with Simon and Bertino [2009]:256

1. Find Gaussian values z corresponding to each of the data values y by analyzing their257

ranks: construction of the empirical anamorphosis function (Section 4.2),258
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2. Fit a continuous function to the empirical anamorphosis function: interpolation of259

the empirical anamorphosis function (Section 4.3),260

3. Define the tails of the continuous anamorphosis function by assigning an extrapola-261

tion rule (Section 4.4).262

In the following, without loss of generality, we will assume that the distribution type263

of the state variable under consideration is unknown. We build an individual anamor-264

phosis function for each measurement location from all realizations, as suggested by Béal265

et al. [2010]. This local approach of transforming the ensemble is less restrictive than266

constructing a global anamorphosis function for all locations [e.g., Simon and Bertino,267

2009], because statistical stationarity for state variables is difficult to justify in subsurface268

applications, e.g. for heads or concentrations in bounded domains with non-simplistic269

initial and boundary conditions [e.g., Osnes , 1995; Rubin and Dagan, 1988, 1989].270

4.2. Empirical Anamorphosis Function

To obtain an empirical CDF Fj (yj), we use the estimator after Johnson and Wichern271

[1988]:272

Fj =
j − 1

2

N
, (6)

where j are the ranks of the data and N is the sample size (in our case, the ensem-273

ble size of the EnKF). From Fj , we can determine the Gaussian transform z by rank274

transformation. This results in a transformed Gaussian data set that covers a data range275

from zmin = G−1 [(1− 1/2) /N ] to zmax = G−1 [(N − 1/2) /N ]. An exemplary empirical276

anamorphosis function for N = 100 is plotted in Figure 2. Characteristics of both the un-277

D R A F T June 17, 2011, 8:39am D R A F T
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transformed and the transformed variable are illustrated in the corresponding histograms:278

While, in this example, the original variable y is highly negatively skewed, the transformed279

variable z is symmetric around zero and displays a characteristically bell-shaped curve.280

By virtue of the empirical GA, the normal probability plot forms a perfectly straight line,281

indicating that z indeed follows a Gaussian distribution within the range covered by the282

sample.283

4.3. Continuous Anamorphosis Function

The correction of each parameter field by Equation 3 is based on the deviation of the284

simulated measurements from the observed ones. Therefore, the observed measurements285

have to be transformed according to the same anamorphosis function, and an appropriate286

fitting technique has to be found for observed data values that are not included in the287

ensemble.288

Both Béal et al. [2010] and Simon and Bertino [2009] define a continuous anamor-289

phosis function by linearly interpolating the empirical anamorphosis function. We pro-290

pose interpolating the empirical CDF instead, and subsequently determine the continuous291

anamorphosis function. Linear interpolation of the CDF is a frequently used method in292

the statistics community. Furthermore, we believe that any linear assumption should293

be made at the earliest possible stage: Rather the input of the non-linear anamorphosis294

function shall be interpolated than its output.295

In an extensive numerical investigation not shown here, we found that more elaborate296

fitting techniques (e.g., regression by expansion in Hermite polynomials as applied in297

disjunctive kriging [Rivoirard , 1994]) do not significantly increase the accuracy when re-298

producing a specific distribution. Instead, they are prone to oscillations towards the tails299
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of the distribution. For ensemble sizes larger than N = 200, linear interpolation of the300

empirical CDF proved to be a stable and reasonably accurate choice. The ensemble size301

required for reasonably accurate results depends strongly on the individual problem; how-302

ever, ensemble sizes smaller than N = 200 are generally not recommended for subsurface303

applications [Chen and Zhang , 2006].304

4.4. Definition of the Tails

It may occur that observed measurement values lie outside the range sampled by the305

initial MC simulation. In absence of better knowledge, we suggest linearly extrapolating306

the anamorphosis function with a mean slope (e.g., extrapolating with a straight line that307

connects the lowest and the highest original data values and their respective transformed308

values). This is equivalent to making a Gaussian assumption for the tails, since values309

are transformed linearly. This approach is more stable with regard to sampling errors in310

small ensembles than extrapolating the slope of the last pair of points, and is not subject311

to oscillations such as extrapolation with Hermite polynomials.312

Note that if the observations at a significant amount of measurement locations fall313

outside the predicted ensemble range, statistics and model assumptions should be checked314

as argued by Béal et al. [2010]. This might be an indication of model bias, but can always315

appear legitimately due to the limited ensemble size, with small probabilities in the order316

of P ≈ 1

N
per individual data value (see the estimated CDF, Equation 6). Therefore, we317

consider it important to not restrict the tEnKF to error-free models a priori. Ideas for318

extrapolation could be refined in future research. For a well-known, but less elaborate319

standard procedure to determine the anamorphosis function, we refer the reader to the320

normal score transformation as used in the GSLIB package [Deutsch and Journel , 1998].321
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4.5. Transformation of Measurement Errors

Real observations generally include measurement errors due to imperfections in the322

measurement process (limited accuracy of measurement instruments, human failure, scale323

disparity, etc.). In the untransformed space, the EnKF adds a random error ǫ ∼ N (0,R)324

to the simulated states in order to simulate the error of the measurement process (see325

Equation 1).326

We suggest building an anamorphosis function based on these perturbed measurements.327

This ensures that simulated data and real observations are compatible also in the trans-328

formed space. At the same time, when generating many random values of ǫ for each329

sample member yi, it acts as a kernel smoothing technique [Cheng and Parzen, 1997]330

for estimating the CDF, making the anamorphosis function more robust even for small331

ensemble sizes.332

4.6. Implicit Pseudo-Linearization

For parameter estimation, the p-space EnKF updating step interprets the dependence333

between the observed state variables and the unknown parameters. If the unknown param-334

eters follow a Gaussian distribution (mostly assumed for log-conductivity), GA of depen-335

dent state variables implicitly triggers a pseudo-linearization of the dependence structure.336

This effect is exploited by the filter’s linear updating step and thus leads to more accurate337

updating results. Figure 4 a) exemplarily shows the dependence between drawdown data338

and log-conductivity before and after transformation: The strongly non-linear depen-339

dence of drawdown on log-conductivity has been converted to an almost perfectly linear340

dependence. The data shown here are taken from the 3D test case presented in Section 5.341
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4.7. Updating Step in the Transformed Space

The updating equation of the tEnKF can now be written in terms of the Gaussian342

anamorphosed variables ŷ = z:343

sc,i = su,i +Qsŷ

( ̂Qyy +R
)
−1

(
ŷo − ̂(yu,i + ǫi)

)
, (7)

with ” ˆ ” symbolizing anamorphosed variables and their covariances. The vector of344

the N transformed ensemble values at each of the k measurement locations is obtained345

by evaluating the individual anamorphosis functions ψk. The perturbed measurement346

covariance matrix ̂Qyy +R can be directly calculated from the transformed perturbed347

measurements ̂yu + ǫ. In order to determine the cross-covariance matrix Qsŷ, the simu-348

lated measurements are transformed according to the same anamorphosis function, but349

without their respective measurement errors.350

After the updating step, back-transformation of the state variables is not required in351

the context of parameter estimation. Instead, the updated states are obtained from a352

subsequent model run on the updated ensemble of parameter fields. This constitutes a353

major difference to the application of tEnKFs in state estimation, where transformed354

states are directly updated by the EnKF at all computational nodes in the domain, and355

have to be back-transformed after updating in the transformed space. Therefore, in state356

estimation, the anamorphosis function is required to be bijective and spatially continuous.357

In our case, the anamorphosis function does not have to be bijective (although it is when358

using the above methods), and we avoid the problem of having to construct a spatially359

continuous anamorphosis function.360
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Up to now, in EnKF applications, observations that fall outside the physical range (e.g.,361

negative concentrations) have been corrected manually [e.g., Clark et al., 2008], which362

compromises the random character of the measurement error. The tEnKF as defined363

in Section 4 does not cut unphysical observations but rather leaves them untouched in364

the spirit of maintaining their randomness. Instead, unphysical measurement values are365

automatically filtered out during the course of updating, because the state field is back-366

transformed by solving the physical differential equation.367

5. Application to Hydraulic Tomography (HT)

Aquifer characterization by HT requires the assimilation of drawdown data from mul-368

tiple hydraulic interference tests that depend non-linearly on log-conductivity [Tosaka369

et al., 1993]. Our tEnKF is designed to increase the accuracy of non-linear parameter370

estimation in such non-linear problems, and the improvement will be demonstrated by371

application to HT, here restricted to steady state conditions. Our choice of a steady state372

case study is not a restriction of our method, but is caused by our intention to compare373

the tEnKF to reference solutions from bootstrap filtering (see Section 5.4). As a welcome374

side effect, this also avoids the choice among the many available methods that mitigate375

the computational effort of transient hydraulic tomography (i.e., using temporal moments376

of drawdown as in Li et al. [2005]). Several methods to evaluate HT can be found in the377

literature. They vary in their physical background and computational effort, and shall be378

briefly outlined in the following section.379
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5.1. Existing Methods

HT was proposed in the 1990s [Tosaka et al., 1993; Gottlieb and Dietrich, 1995; Butler380

et al., 1999], but became more popular only later [e.g., Yeh and Liu, 2000]. Recent381

applications are reported in, e.g., Vesselinov et al. [2001], Illman et al. [2010], Straface382

et al. [2007] and Li et al. [2007].383

Different inverse modeling methods have been applied to HT, among which the most384

frequent ones are the quasi-linear geostatistical approach (QL) [Kitanidis , 1995] and the385

sequential successive linear estimator (SSLE) [e.g., Yeh and Liu, 2000].386

In order to take full profit of the multiple interference tests and the observed head387

responses, it is important to use the entire time series of all observed head data, which388

requires inverse modeling in transient state. This makes the calculations very CPU inten-389

sive. Many alternatives to speed up CPU-time can be found in the literature, including390

the so-called steady shape solution by Bohling et al. [2002], a reduction of time series by391

Zhu and Yeh [2005], temporal moments by Li et al. [2005] and Zhu and Yeh [2006], a low-392

frequency asymptotic approach by Vasco and Karasaki [2006], and ray tracing methods393

[e.g., Brauchler et al., 2007].394

Geostatistically based inverse modeling methods like QL and SSLE require that cross-395

covariances between hydraulic head and aquifer parameters are known for all observation396

time steps or for all temporal moments. This becomes a major obstacle if the grid contains397

a large number of grid cells, but can be circumvented with the help of spectral methods398

[Nowak et al., 2003; Fritz et al., 2009]. Hendricks Franssen and Gomez-Hernandez [2002]399

used the Sequential Self-Calibration method (SSC) for inversion and Castagna and Bellin400

[2009] applied the Pilot Point method (PP). SSC and PP do not require the explicit esti-401
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mation of (cross-) covariance matrices, but are nevertheless very CPU-intensive [Hendricks402

Franssen and Kinzelbach, 2009].403

A much more detailed review on hydraulic tomography techniques and applications will404

be made available by Cardiff and Barrash [2011].405

Using the EnKF in the context of HT offers the following advantages in comparison406

with other inverse methodologies: (1) the estimation of large covariance matrices via407

sensitivity analyses is avoided; (2) the needed CPU-time is smaller than for QL, SSLE or408

SSC [Hendricks Franssen and Kinzelbach, 2009; Nowak , 2009]; (3) it is still possible to409

speed up the analysis of transient pumping tests using temporal moments of drawdown;410

(4) the use of ensemble statistics is more accurate than sensitivity-based first-order cross-411

covariances, if the ensemble is sufficiently large [Nowak , 2009] and (5) as opposed to412

impressively fast methods based on ray tracing [e.g., Brauchler et al., 2007], the original413

physical governing equations are kept.414

5.2. Description of the 3D Test Case

Drawdown d [L] (change in hydraulic head h [L]) due to a pumping well with pumping415

rate q [L3/T ] at location x0 in a heterogeneous aquifer with locally isotropic hydraulic416

conductivity K [L/T ] is governed by417

∇ · [K (x)∇h] = −qδ (x0) (8)

together with adequate boundary conditions (δ being Dirac’s delta).418

Our considered domain represents a rectangular 3D section of a confined aquifer. It419

expands over an area of 36 m x 36 m x 3 m and is discretized into ngrid = 432, 000420
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elements (∆x = ∆y = 0.3 m, ∆z = 0.1 m). The eastern and western boundaries are421

fixed to zero drawdown (corresponding to Dirichlet boundary conditions for hydraulic422

head). Impermeable boundaries are assigned to the northern, southern, top and bottom423

boundaries. Log-conductivity Y = lnK is assumed to follow a stationary multi-Gaussian424

distribution with an exponential covariance model and a microscale smoothing parameter425

[Kitanidis , 1997].426

Our hydraulic tomography scenario comprises 4 monitoring wells with 3 equidistant427

vertical levels each, see Figure 3. Pumping is induced in four locations given in Table 1428

and marked with filled squares in Figure 3. At all monitoring locations, measurements429

of drawdown are taken for each pumping test at steady state, yielding a number of mea-430

surements nmeas = 48. A synthetic data set is generated by solving Equation 8 for the431

described pumping tests with a random conductivity field. Measurement errors, assumed432

to be uncorrelated and Gaussian distributed with ǫ ∼ N (0,R), are added to the syn-433

thetic data set. A summary of parameter values adopted in the 3D test case, including434

geostatistical parameters, is provided in Table 2.435

The tEnKF with N = 2, 000 realizations is applied to estimate the unknown conductiv-436

ity field from the observed data. The tEnKF analysis scheme is implemented in MATLAB437

and coupled with the same MATLAB-based FEM code and random field generator also438

used in Nowak et al. [2008]. Both the original p-space EnKF and the transform variant439

are applied for direct comparison. Note that no iterations are implemented in order to440

focus on the effect of data transformation on the performance of a single EnKF updating441

step. Statistical analysis of the two updated ensembles includes the mean (best estimate)442

and the variance (prediction variance) of the updated conductivity and drawdown fields.443
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The total (spatially averaged) prediction variance of the conditioned parameter field Yc is444

defined as445

vartot[Y ] =
1

ngrid

1

N

ngrid∑

i=1

N∑

j=1

(Yc,ij − Ymean)
2 , (9)

with Ymean being the mean value prescribed by the geostatistical model. The spatially446

averaged prediction variance is equivalent to the A-criterion of optimal design, and serves447

as measure for the absorbed information in spatial estimation [Nowak , 2010].448

We apply two measures to quantify the deviation from the respective “true” fields that449

provide the synthetic data set:450

1. Parameter/ prediction bias:

ϑbias =

√√√√ 1

ngrid

ngrid∑

i=1

(
ϑtrue,i − ϑc,i

)
2

(10)

with ϑ being the parameter Y or the state variable d and ϑc being the estimate obtained451

from cell-wise averaging over all realizations in each version of the p-space EnKF.452

2. Measurement bias:

ybias,k =
yc,k − yo,k√

Rk

(11)

defined as deviation of the reproduced measurements yc,k compared to the observed ones,

normalized by the respective measurement error standard deviation. The sum over all

measurement bias values squared

sum[ybias] =
nmeas∑

k=1

y2bias,k (12)

will be referred to as measurement bias sum.453
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5.3. Results and Discussion

Before the tEnKF conditioning step, the drawdown data at the measurement loca-454

tions were transformed according to the methods described in Section 4. The empirical455

anamorphosis functions at two measurement locations (pumping at location “a” with456

x = 10.5 m, y = 10.5 m, z = 1.5 m, monitoring at location “b” with x = 10.5 m, y =457

25.5m, z = 1.5m) are exemplarily plotted in Figure 4. Drawdown data from the ensemble458

at those two locations are plotted against Y values at the position of strongest correla-459

tion. Obviously, a pseudo-linearization of dependence is achieved by GA. The degree of460

non-linearity (i.e., the curvature of the anamorphosis function) and thus the gained lin-461

earization depends on the measurement location, on the prevailing dependence structure462

at the respective location, and the type of governing equation (here: Equation 8).463

Figure 5 shows the “true” Y field (top) as well as the best estimate obtained by the464

tEnKF (center) and the prediction variance (bottom). The tEnKF is able to capture the465

zone of low hydraulic conductivity in the Northeastern part of the domain and clearly466

reduces the unconditioned variance given by the geostatistical model in the surroundings467

of the pumping wells and in the center of the domain, where information of the four468

pumping tests overlaps.469

For comparison of both methods, the normalized measurement bias (Equation 11) to-470

gether with the normalized standard deviation are plotted in Figure 6. The measurements471

reproduced right at the pumping wells are shown in the top part of the figure, results at472

the monitoring locations can be seen in the bottom part. Obviously, our proposed method473

improves the estimate at the vast majority of the measurement locations, indicated by474

a normalized bias around zero, mostly lying within the band of plus or minus one mea-475
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surement error standard deviation. The worst cases for the original p-space EnKF occur476

close to pumping wells or at the pumping wells themselves. This is also where the im-477

provement by the tEnKF is largest. Hence, it becomes evident that the benefit of our478

suggested method is largest close to the pumping wells and decreases with distance. It479

is also remarkable, that the drawdown reproduced by the tEnKF is in general less pro-480

nounced than the one obtained by the p-space EnKF, which overestimates drawdown481

at many locations. Our randomly chosen test case features characteristic zones of low482

conductivity. This property seems to be overestimated by the traditional EnKF variant,483

since Y values are updated to be much too low, resulting in a too strong drawdown. Our484

suggested method is able to better handle this specific data set. Note that it is not a485

general property of the tEnKF’s bias to lie above the p-space EnKF bias, but is an effect486

of this specific synthetic truth.487

The resulting errors made by the two EnKF variants in assimilating the synthetic data488

set are summarized in Table 3. The tEnKF achieved an error reduction of 94.43 % when489

compared to the error made by the traditional p-space EnKF with regard to the estimated490

measurements, and a reduction of 7.02 % with regard to the entire log-conductivity field.491

The error made when estimating the state fields is averaged over all 4 pumping scenarios492

and was reduced by 55.17 % when applying data transformation. Yet, the total prediction493

variance is larger in the tEnKF, possibly questioning the improvement in processing of494

information at first sight. It can be concluded that the proposed methodology is able495

to better reproduce the synthetic truth for both the parameter field and the state vari-496

able fields, while increasing prediction uncertainty. To clarify these seemingly ambiguous497

findings and ensure significance and independence of a specific data set, we provide a com-498
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parison with a reference solution for the EnKF in a statistical framework in the following499

section.500

5.4. Statistical Significance of Results

The above results show that GA improves the accuracy of parameter estimation in the501

described test application. Yet, this might result from characteristics of the specific data502

set. Therefore, a large number of 200 repeated test cases were generated that featured503

different synthetic data sets. Moreover, we compared these results with a reference so-504

lution for the best estimate rather than the synthetic data set, because this also allows505

assessing the quality of estimation variances. The reference solutions were obtained from a506

brute-force bootstrap filter [Gordon et al., 1993; Smith and Gelfand , 1992], because it does507

not rely on the assumptions of univariate or multivariate Gaussianity or linearity. It is a508

direct numerical implementation of Bayes’ theorem, however, it is computationally very509

costly, and is the reason that kept us from considering a more complex or time-dependent510

setup. The bootstrap filter is the limiting case of particle filters for steady-state systems,511

looking at parameter updating.512

To avoid prohibitive computations, we reduced the test case to a simpler setup. By513

these means, we could afford N = 100, 000 realizations for the bootstrap filter, which are514

required to obtain good and reliable results. N was selected on the basis of convergence515

experiments with the Jackknife method [Efron, 1982] for different ensemble sizes and is516

large enough to make sure that the prediction variance has a stable value. We considered517

a 2D depth-averaged aquifer that spans an area of 100m x 100m, with a single pumping518

well installed in the center of the domain. The same geostatistical model as described in519

Section 5.2, reduced to 2D, was used for field generation. 8 measurement locations are520
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X - 28A. SCHÖNIGER, W. NOWAK AND H.-J. HENDRICKS FRANSSEN: PARAMETER ESTIMATION BY TENKFS

spread regularly around the well, 1 measurement location is positioned right at the well521

(see Figure 7).522

Equations 10 and 11 are now used to determine the deviation from the conditional523

mean fields obtained by the bootstrap filter instead of the “true” field. To assess the524

robustness of GA in the EnKF towards too small ensembles, we repeated the analysis525

for different ensemble sizes N = 1, 000, 500, 250. The deviation of the EnKF prediction526

variance var[Yc] from the weighted bootstrap variance var[YBS] is defined as RMSE:527

∆var[Y ] =

√√√√ 1

ngrid

ngrid∑

i=1

(var[YBS,i]− var[Yc,i])
2 (13)

Results averaged over all 200 test cases are summarized in Table 4. The error of the528

tEnKF is only 29 % for simulation bias, 63 % for the parameter field and 43 % for the529

state field as compared to the error of the original p-space EnKF for an ensemble size of530

N = 1, 000. The deviation from the prediction variance obtained by the bootstrap filter531

can be reduced by 34 %. Based on the 95 % confidence intervals provided in Table 4, all532

the improvements are statistically significant. With decreasing ensemble size, the degree533

of improvement by GA also decreases, because GA based on a small ensemble introduces534

additional noise into the analysis (see Section 7).535

Note that, with regard to the estimated parameter field, the prediction of the tEnKF536

was in some cases even worse than the prediction of the traditional p-space EnKF. In537

these cases, synthetic data far outside the range sampled by the EnKF occurred, so that538

the extrapolated part of the anamorphosis function was used. This could be controlled539

by, e.g., applying an iterative scheme as suggested by Nowak [2009] or by refining the540

extrapolation rule in future research.541
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The results of the statistical analysis verify the promising findings from Section 5.3.542

They also justify the increased prediction variance obtained with the tEnKF in the 3D543

test case, since the prediction variance is in average significantly closer to the reference544

solution’s variance. Cases may occur (as in our 3D test case), where the traditional p-545

space EnKF produces a smaller prediction variance, which is, however, smaller than in546

the correct solution of Bayes theorem. This misleadingly positive property of the original547

p-space EnKF discussed in Section 5.3 was revealed to be, actually, a drawback by com-548

paring with the bootstrap filter reference solution. Hence, the findings of our statistical549

analysis firmly support the introduction of the tEnKF as an attractive alternative. It out-550

matches the traditional p-space EnKF with regard to prediction quality, and is preferable551

to bootstrap filters or PF methods with regard to computational effort.552

6. Alternative Transformation Techniques

Different approaches to construct the empirical anamorphosis function are possible,553

and the same holds for the chosen interpolation and extrapolation techniques. Instead of554

constructing the empirical anamorphosis function from perturbed measurements, it could555

be built from the noise-free simulated ensemble of states. Then, an adequate technique556

for the separate transformation of measurement errors has to be found. For that case, we557

suggest transforming the measurement error ǫ by maintaining the fraction of measurement558

error in the total measurement yu + ǫ:559

ǫ̂k = ǫk

√√√√R̂kk

Rkk

, (14)

with560
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R̂kk = Rkk

Qŷŷ,kk

Qyy,kk

. (15)

Note that separate transformation of simulated measurement and measurement error561

does not yield the same anamorphosed perturbed measurement, since the anamorphosis562

function is non-linear.563

Test cases (not shown here for briefness) indicated that this alternative approach further564

improves the prediction quality of the state variable field. However, it is not as effective565

in reproducing the parameter field when compared to the method discussed previously.566

Another advantage of this alternative approach is the opportunity to include knowledge567

about physical bounds of the prior distributions in the construction of the anamorpho-568

sis function. Examples for state variables in groundwater applications that have physi-569

cal bounds are concentration (bounded between zero and solubility) and hydraulic head570

(bounded between Dirichlet boundary conditions or bounded at one side due to a combi-571

nation of Dirichlet and Neumann boundary conditions).572

As soon as physical bounds of a variable’s prior distribution are reached in the prior573

ensemble, the values will cluster at these distribution bounds and can be transformed in574

a controlled manner that preserves this bound. If clustered data values are transformed575

according to their ranks as described in Section 4.2, the problem of non-unique ranks for576

identical data values will arise. To avoid this problem, we suggest assigning the average577

rank of all clustered values to the entire cluster. This will introduce a discontinuity in578

the anamorphosis function at the physical bound, which ensures that all clustered values579

are mapped onto the same anamorphosed value. The remaining transformed data set will580
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A. SCHÖNIGER, W. NOWAK AND H.-J. HENDRICKS FRANSSEN: PARAMETER ESTIMATION BY TENKFSX - 31

resemble a truncated range of the Gaussian distribution. This suggestion is merely a first581

approach and could be refined in future research.582

7. Applicability to Other Data Types

The benefit of the tEnKF has been investigated for different variable types that vary in583

their dependence between measured values at different locations and between measured584

values and parameters. In the following, we analyze the multivariate dependence structure585

to give recommendations for when to use the tEnKF.586

7.1. Non-linearity of dependence structures

GA is applied to convert a non-linear dependence of state variables on parameters into587

a linear one, that can be more efficiently processed by the linear EnKF analysis scheme.588

Thus, the degree of improvement by GA depends on its ability to pseudo-linearize the589

dependence structure between a state variable at a specific measurement location and590

the entire spatial parameter field. This shall be evaluated based on rank correlation. A591

similar analysis has already been suggested by Béal et al. [2010], but we extend it further592

to account for varying dependence structures in space.593

Figure 8 a) visualizes the dependence of drawdown measurements at the pumping well594

(2D test case, see Section 5.4) on the parameter field as a function of space, as determined595

from the rank correlation. Béal et al. [2010] only examined one local bivariate dependence,596

not the dependencies between all possible bivariate combinations as we do here. Obviously,597

the correlation is strongest at the well and decreases with distance. The dependence598

structure shows a rather local and smooth behavior. This is not the case for concentration599

data, shown in Figure 8 b). It is not possible to distinguish a simple dependence pattern,600
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the dependence structure is non-local and shows various positive and negative peaks in601

the domain. This is, e.g., due to the influence of the source hydraulics on the propagation602

of the plume [de Barros and Nowak , 2010].603

Consequently, there are several influencing processes that define the dependence of604

concentration data on log-conductivity, but univariate transformation can only provide605

pseudo-linearization in a spatially averaged sense.606

Theoretically, different anamorphosis functions for each separate contribution would be607

needed to address the different influences on dependence, each with its respective type of608

non-linearity. Since this cannot be handled with univariate transformations, we do not609

recommend GA for state variables that show such a complex and non-local behavior in610

dependence as concentrations show here.611

There might also be variables that show a univariate distribution and multivariate de-612

pendence structure close to Gaussian (e.g., hydraulic heads that are hardly influenced613

by boundary conditions). In this case, application of GA is also not recommended, be-614

cause the construction of the anamorphosis function might even reduce the prevailing615

Gaussianity due to the empirical nature of the procedure.616

7.2. Remaining non-multi-Gaussianity

In order to evaluate the remaining non-multi-Gaussianity of the transformed variables,617

we evaluate bivariate copula densities [e.g., Bárdossy and Li , 2008]. Data sets at two618

different measurement locations are mapped onto uniform marginal distributions by sort-619

ing the data values and dividing their ranks by the total number of measurements. The620

resulting values are plotted against each other, and the copula density is determined on a621
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grid of 100 x 100 elements in probability space (compare to histogram bins). Exemplary622

copula density plots are shown in Figure 9.623

Drawdown data are taken from the 2D test cases presented in Section 5.4 and show a624

copula density similar to a Gaussian copula. Thus, the bivariate structure of drawdown625

data can be considered bi-Gaussian, and the non-Gaussian influence of the non-linear de-626

pendence on log-conductivity can be successfully mitigated by univariate transformation.627

These properties make a state variable suitable for parameter estimation with the tEnKF.628

Concentration data, in contrast, do not fulfill these criteria. The data used for the copula629

density plot in Figure 9 b) are taken from Nowak et al. [2010]. Obviously, the “coffee630

bean shaped” copula is far from Gaussian and prohibits a bi-Gaussian assumption, since631

a Gaussian copula is characterized by its symmetry to both of the diagonals, by exactly632

two maxima (one each at (0,0) and (1,1)) and exactly one saddle point at (0.5, 0.5). As633

univariate transformation does not affect the bivariate copula density, GA is not able to634

convert these data into multi-variate Gaussian values.635

Béal et al. [2010] assess the suitability of state variables for data transformation based636

only on the rank correlation of the data under consideration (c.f. Section 7.1). While the637

rank correlation coefficient represents only a measure for the univariate mean correlation,638

the shape of a copula allows to draw conclusions on the type of multivariate structure as639

well. Therefore, we suggest analyzing the bivariate structure of a state variable first by640

building empirical copula densities at different combinations of measurement locations. If641

the resulting copulas indicate a near-Gaussian structure, data transformation is a promis-642

ing approach; if the copulas are far from Gaussian, however, multivariate transformations643

should be considered instead. If the interpretation of the resulting Copula plots is less644
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obvious or inappropriate due to a small ensemble size, tests for multivariate normality645

can be found in, e.g., Smith and Jain [1988] and Cox and Small [1978]. Note that this646

investigative step can be performed before transforming the data values, thus it is possible647

to make an educated guess about the expected success of transformation beforehand.648

8. Summary and Conclusions

This study has investigated the application of the ensemble Kalman filter (EnKF) to649

transformed data in the context of parameter estimation. The unmodified EnKF is opti-650

mal only for multi-Gaussian variables, i.e., for Gaussian distributed states that are char-651

acterized by multi-Gaussian dependence. Béal et al. [2010] and other authors named in652

Section 1.2 used the concept of Gaussian anamorphosis (GA) to transform state variables653

of arbitrary distribution type into univariate Gaussian variables and thus mitigated the654

effects of non-Gaussianity on the performance of the EnKF.655

Our work has transferred and adapted the methodology presented by these authors from656

EnKFs for state estimation to EnKFs for parameter estimation (p-space EnKF). We also657

extend their concept to allow the treatment of measurement errors, and provide a more658

extensive analysis concerning the range of applicability based on copulas. We call the p-659

space EnKF applied to transformed data tEnKF. Constructing continuous anamorphosis660

functions and the updating step in the transformed space are discussed in detail. We661

showed that the transformation of state variables implicitly leads to a pseudo-linearization662

of dependence on the parameter field to be updated, which is itself assumed to be multi-663

Gaussian. This results in an improvement in prediction accuracy, since the EnKF is664

optimal for multi-Gaussian variables, works best for mostly linear models and thus is665
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moved closer to optimality by GA. This supports the motivation for data transformation666

in the context of parameter estimation with a theoretical foundation.667

In contrast to state estimation, state variables are not back-transformed by inverting668

the anamorphosis function after updating in the transformed space. Instead, we solve669

the physical differential equation with updated parameters, which ensures physical state670

variable values through all steps. Alternative transformation techniques have been touched671

upon that allow to include information about physical bounds of the prior distributions672

in the GA.673

We provide recommendations how to assess the degree of suitability for different types674

of state variables even before the data transformation step. The tEnKF is a substantial675

improvement in performing non-linear updates, but it is not yet complete since multi-676

Gaussianity does not necessarily follow from univariate Gaussianity. We analyzed the677

non-linearity and structures of multivariate dependence, as well as the remaining non-678

multi-Gaussianity after univariate transformation. Experiences gained throughout this679

study indicate that the dependence structure is a key factor in determining the degree680

of potential improvement. A strongly non-linear, but rather local dependence structure681

allows substantial improvements. Complex and non-local dependence structures cannot682

be satisfyingly converted to multi-Gaussian dependence by univariate transformations. As683

the limiting factor, we identified the pure structure of multivariate dependence regardless684

of marginal distribution shapes. The reason is that univariate transformations can change685

the marginal shape as desired, but cannot change the bivariate or multivariate dependence686

structure of the involved variables. Multivariate transformations would be needed to687

address variables that do not fulfill the criteria mentioned here.688
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To illustrate the practical success of the tEnKF, we have chosen an application to689

hydraulic tomography. A comprehensive 3D steady-state test case has been presented690

that comprises 12 measurement locations. An ensemble of 2, 000 multi-Gaussian log-691

conductivity fields was updated by assimilating synthetic drawdown measurements of 4692

pumping tests. Results showed that the tEnKF outperforms the untransformed p-space693

EnKF with regard to the quality of the best estimate. The error made when reproducing694

the synthetic drawdown fields was reduced by more than 50 %.695

To support these promising results and ensure that they are not merely an artifact of one696

specific data set, we additionally analyzed 200 synthetic test cases that featured a single697

pumping test in a 2D domain and ensembles of 1,000 realizations each. We determined698

the error of the tEnKF by comparing its results with a reference solution obtained by699

a bootstrap filter. The statistical analysis of these results strengthens the conclusions700

drawn from the 3D test case: The tEnKF reduced simulation bias by 71%, the error701

with regard to the parameter field by 37% and the error with regard to the state field702

by 57% as compared to the performance of the p-space EnKF. Also the deviation from703

the prediction variance of the bootstrap filter was significantly reduced, indicating a more704

accurate processing of information. To test robustness against smaller ensemble sizes, we705

repeated this test also with 500 and 200 realizations.706

Obviously, the non-linear function that relates drawdown data to log-conductivity is707

sufficiently local, can be pseudo-linearized by GA and efficiently exploited by the tEnKF,708

leading to an improved accuracy of prognosis. The degree of non-linearity and hence the709

improvement increases with decreasing distance of monitoring wells from the pumping710

well.711
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Altogether, the tEnKF is a valuable tool to address strong non-linearity. It keeps the712

additional effort over the traditional p-space EnKF very low, while offering a substantial713

improvement of prediction quality, almost approaching the prediction accuracy of much714

more CPU-intensive particle filters.715
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Béal, D., P. Brasseur, J.-M. Brankart, Y. Ourmières, and J. Verron (2010), Characteriza-727

tion of mixing errors in a coupled physical biogeochemical model of the North Atlantic:728

implications for nonlinear estimation using Gaussian anamorphosis, Ocean Sci., 6, 247–729

262.730

Bellin, A., and D. Tonina (2007), Probability density function of non-reactive solute con-731

centration in heterogeneous porous formations, J. Contam. Hydrol., 94 (1-2), 109–125.732

D R A F T June 17, 2011, 8:39am D R A F T
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Figure 1. Histograms of two relevant variables in groundwater applications. Bars

represent relative frequency, solid lines show normal distributions that correspond to mean

values and variances calculated from the respective samples. Data sets in upper and lower

row taken from two different measurement locations
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Figure 2. Histogram of untransformed variable, empirical anamorphosis function,

histogram of transformed variable and normal probability plot for transformed variable

Figure 3. 3D domain with measurement locations (squares) and pumping locations

(filled squares)
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Table 1. Pumping locations in the 3D domain

Measurement number x [m] y [m] z [m]

1 10.5 10.5 1.5

14 10.5 25.5 1.5

27 25.5 10.5 1.5

40 25.5 25.5 1.5

Table 2. Model parameters used for 3D synthetic test case

Parameter Symbol Value Unit

Domain Discretization

Domain size [Lx, Ly, Lz] [36, 36, 3] m

Grid spacing [△x, △y, △z] [0.3, 0.3, 0.1] m

Geostatistical Model for Y

Geometric mean Kg 10−5 m/s

Variance σ2

Y 1 -

Correlation length [λx, λy, λz] [5, 5, 0.5] m

Microscale smoothing d 2.5 m

Measurement Error ǫ

Standard deviation σǫ 10% + 0.01 m
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Figure 4. Empirical anamorphosis functions at two arbitrarily chosen measurement

locations. Location a) is located at the well where pumping is induced in the first of four

pumping tests, location b) is a monitoring location
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Figure 5. Illustration of 3D test case: a) Synthetic log-conductivity field, b) best

estimate and c) prediction variance of the log-conductivity field as obtained by the tEnKF
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Figure 6. Normalized measurement bias of both methods (black markers: p-space

EnKF, orange markers: tEnKF) distinguished for measurements directly at the pumping

wells (top) and measurements at monitoring locations (bottom). Error bars show the

normalized standard deviations; the theoretical values (mean around zero, red dots and

standard deviation between -1 and 1, green dashed lines) are also plotted
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Table 3. Prediction error of p-space EnKF and tEnKF (3D test case)

Error Measure p-space EnKF tEnKF Error Reduction

Measurement bias sum 946.709 52.736 94.43 %

Y bias 0.997 0.927 7.02 %

d bias 0.0058 0.0026 55.17 %

Prediction variance 1.177 1.451 -23.28 %
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Figure 7. 2D domain with measurement locations (squares) and pumping location

(filled square)
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Table 4. Averaged fraction of tEnKF error compared to p-space EnKF error; 95 %

confidence intervals for these values given in parentheses (200 2D test cases)

Ensemble size Measurement bias Y bias d bias ∆var[Y ]

1,000 0.29 (±2 · 0.04) 0.63 (±2 · 0.02) 0.43 (±2 · 0.02) 0.66 (±2 · 0.04)

500 0.30 (±2 · 0.04) 0.65 (±2 · 0.02) 0.45 (±2 · 0.02) 0.64 (±2 · 0.04)

250 0.60 (±2 · 0.09) 0.77 (±2 · 0.02) 0.63 (±2 · 0.04) 0.74 (±2 · 0.03)

Figure 8. Spatial rank correlation between measurements in the center of the domain

and the parameter field: a) Drawdown data, b) concentration data
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Figure 9. Exemplary copula density plot: a) Drawdown data, b) concentration data
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